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SABIT MC - 250

Quality
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(MEDIUM CURING CUT-BACK ASPHALT COMPLIES WITH ASTM D 2027 & A

Introduction: Health & Safety:

SABIT MC - 250, Cold applied product, easyaokers should wear protective gloves

apply, it doesn't need thinning or heating. goggles during applicatfaBIT MC - 25

U & Appli . contains volatile solvent and have low
S pplication: point Care must be taken to ensure

SABIT MC - 250, suitable for use in the condfiete is adequate ventilation in the w

tion & maintenance of pavement as designatece. Fires and naked flames should be

in ASTM D2399, it is ideal for prime c@agistance.

open surfaceSABIT MC - 250 is ap_plled tE’f(leing & Storage:

asphalt or granular surfaces using truc

SABIT MC - 250 can be supplied in bulk,

c . and cans. Store in dry and shaded ar
ONChedCs original packing. The container shoul

Priming is accomplished by spraying 0.65 - keps covered while working in order to

Liters/Mm the exact rate depends on thiée evaporation of solvent.

porosity of the prepared soil surface.

mounted spray equipment

TECHNICAL DATA

Properties Min. Max. Test Method
Kinematic Viscosity at 60°C, cst 250 500 AASHTO T201& ASTM D2170
Flash point (tag Open Cup),’C 66 - AASHTO T 79 & ASTM D 3143
Distillation:
Distillate, vol. % of total distillate to 360°C:
t0 225°C = 10 AASHTO T 78
t0 260 °C 15 55 ASTM D 402
to 316°C 60 87
Residue from distillation to 360°C, }
% (volume by difference) 67
Tests on residue from distillation:
Penetration at 25°C, 0.1 mm 120 250 AASHTOT 49 & ASTM D5
Ductility at 25°C, cm 100 - AASHTO T 51 & ASTM D113
Solubility in trichloroethylene, % 99.5 - AASHTO T 44 & ASTM D2042
Water, % - 0.2 AASHTO T 55 & ASTM D 95
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